
FEATURES

WHAT IS A STAINLESS STEEL BUTTON?

Ÿ Molded out in a one piece stainless steel dye sheet by 
punching process.

Ÿ Smooth surface with no sharpen corners or profile for a total 
harmless safe and security device.

Ÿ Has 5 reflective metalized acrylic spheres in an echelon 
position.

Ÿ Thanks to its materials and producing methods are long 
durability guaranteed products. 

Ÿ An optional strong bolt installing option is used for an optimal 
fixing on different road pavement or cements.

Ÿ The ABS plastic bolt can´t be ripped and in case of a 
separation from the button, its destroy by atrittion causing no 
harm to vehicles tires.

Ÿ Excellent as a speed reducer very necessary in school zones, 
hospital vicinities and elsewhere.

Ÿ Are easy installation items and no need maintenance.
Ÿ Commonly, buttons installation requires two-components 

epoxic mix, this glue resists high temperatures changes, is 
also resistant to physic & chemical agents resulting in a very 
durable product, so its use its strongly recommendable.

Stainless Steel Button
Code: BT-INOX-10

— Buttons or Cat Eyes are retro-reflectives markers developed for 
channelize the way in an effective form on different conditions and 
places: parking lots, low visibility zones or to take drivers to 
specific area.

— Idoneous for channelize vehicle traffic, made indications, or as a 
speed reducers, rumblers and for distribute lanes. 

— Installed on floor are useful to guide traffic flow, mark movements, 
speed reducer, to distribute street room in different lanes among 
other functions, are practical and necessary because it don´t 
distract drivers but communicate its message with reflective and 
vibration signals.

— Reflectives are based on glass spheres providing more visibility 
during darkest night.

— Very useful in pedestrians zones, croosings, simple turns and for 
draw and delimit parking lots.

Images are merely 
illustrative models.
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Leader don´t follow steps
... marks the way
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* Punched button:

* Measure:

* Weight:

* Color:

* Reflective area (echelon type):

* Reflectives colors:

Stainless steel  430

Diameter: 3.93 in., Height: 0,98 in.

10,93 oz.

Natural polished metal.

0,96 sqr in.

White, amber red.

TAKE SIMILAR QUANTITIES OF BOTH

 COMPONENTS “A” + “B”.

MAKE A HOMOGENEOUS MIX.

ATTENTION:

LEFTOVERS OF EPOXIC GLUE 

MUST BE CASTAWAY,

IS FOR ONE TIME USE ONLY 

NOTE: DIRECTIONS FOR
 PREPARING TWO 

COMPONENTS EPOXIC GLUE

Installing must be hand made with recommended epoxic glue 

Ÿ 1- Prepare the surface. Most be clean and dry. Mark installation site in a 

triangular pitch scheme of 10 inches.

Ÿ 2- Put epoxic glue on all the button´s reverse surface (3.5 oz aprox.).

Ÿ 3- Place the button and press it (Pressing is important for a strong fixation).

Ÿ 4- Other installation way implies fixing with glue and with a bolt. In that case 

perforate floor with a 1/2" bit drill to a 3" depth. Go to step 2.

Ÿ 5- Dry time is about two hours.

Stainless Steel Button
Code: BT-INOX-10

Measures are nominal
and can vary,

between +- 2%.

installation procedure
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